
Datum  

Klant  

Project  

Soort  

Specificaties
Materiaal 13410182

Lamp inbegrepen Neen

Aantal Lichtbronnen 0

Ingangsspanning 48Vdc

Elektriciteitsklasse III

IP-klasse 0

Gloeidraadtest (°C) 960

Binnen/Buiten Binnen

Toepassing Plafond, Wand

Montage Opbouw

Verstelbaarheid Not Applicable

Primaire Kleur &
Primaire Afwerking

Brons, Geborsteld Geanodiseerd

Brutogewicht (g) 1717,0

Track 48V Profile Surface 2000 Bronze Brushed Anodised

Sp
ec

if
ic

at
ie

s

Modular Lighting Instruments behoudt zich het recht om materiaal, afmetingen en eigenschappen te wijzigen zonder voorafgaande kennisgeving. Verlichtingstechnologie verandert snel
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Installatie Accessoires

11062732  Power Feed Canopy Surface Square 4P Black Structure
11062709  Power Feed Canopy Surface Square 4P White Structure

11061409  Power Feed Canopy Surface Square 5P White Structure
11061432  Power Feed Canopy Surface Square 5P Black Structure

11061509  Power Feed and Suspension Canopy Surface Square 5P White Structure
11061532  Power Feed and Suspension Canopy Surface Square 5P Black Structure

 Kies een vereist accessoire
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Track 48V Profile Surface 2000 Bronze Brushed Anodised
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