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Specifications
Materiale 93000029

Tipo di Sorgente LED

Tipologia LED LEDSTRIP 24V IP65 2000LM/M EB

Tecnologie LED LED flessibile PCB

CRI Min. 90

Temperatura di colore
della luce

2700K

Numero di fonte
luminosa

0

Binning (SDCM) 3

Direzione della luce Indiretta

Volt in ingresso 24Vdc

Grado IP 65

Interno/Esterno Interno

Peso lordo (g) 0,001

LEDstrip 24V Up IP65 LED 2700K Wide Flood 2000lm/m (Mounted Uplight) /m

Sp
ec

if
ic

at
io

ns

Modular L.I. reserves the right to alter material, dimensions and characteristics without prior notice. Lighting technology changes rapidly
Latest datasheet and documentation available on www.supermodular.com - 2025-12-10, 12:21:32 AM - ©Modular Lighting Instruments



TM30 & CRI diagram
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LEDstrip 24V Up IP65 LED 2700K Wide Flood 2000lm/m

(Mounted Uplight) /m

Modular L.I. reserves the right to alter material, dimensions and characteristics without prior notice. Lighting technology changes rapidly
Latest datasheet and documentation available on www.supermodular.com - 2025-12-10, 12:21:32 AM - ©Modular Lighting Instruments


