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Specifications
Material 13790636
Tipo de fuente de luz LED
Tipo de LED BRIDGELUX V6 HD G8
Tecnologia LED COB LED
- CRI Min. 90
Temperatura del color  2700K
Vida Util L80B20 @50.000 horas
Lampara Incluida Si

Lineas bien marcadas y fundidas. Extruded Stripped es

L . . Numero de fuentes de 1
un disefio contemporaneo que se liga suavemente a su

luz
entorno. E_sta nueva.fa_mlllz.a ofrece distincion y quietud Cadigo de flujo CIE 96 100 100 100 79
con un estilo muy minimalista. —
Binning (SDCM) 2
Direccion de la luz Directo
Optica Reflector
Angulo de Apertura 43,0
medido (°)
Voltaje de entrada Driver de corriente constante requerido

Clasificacion eléctrica 1]
Clasificacion del IP 20

Clasificacion de hilo 960
incandescente (°C)

Interio/Exterior Interior
Aplicacion Techo

Montaje Suspendido
Ajustabilidad Not Applicable
Distancia al objeto 0,1

iluminado (m)

Color principal & Gris Blanco, Estructura
Acabado principal

Peso bruto (g) 2210,0

Corriente de 350 500
accionamiento (mA)

Min. forward voltage (Vf) 15,4 15,8
Max. forward voltage (Vf) 18,8 19,4
Connected load (W) 6,0 8,8
Flujo luminoso por 577 779
lampara (Im)

Eficacia (Im/W) 96 89
indice de 23 25

deslumbramiento
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TM30 & CRI diagram
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Color Vector Graphic
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Light distribution & beam diagram
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Accesorios Instalacion
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13570709 Suspension Point Kompas White Structure
13570732 Suspension Point Kompas Black Structure

351130
289

13791032 Power Feed and Suspension Canopy Semi-Recessed Round 2P Extruded Stripped DE Black Structure
13791036 Power Feed and Suspension Canopy Semi-Recessed Round 2P Extruded Stripped DE Grey White Structure

13791132 Power Feed and Suspension Canopy Surface Round 2P Extruded Stripped DE Black Structure
13791136  Power Feed and Suspension Canopy Surface Round 2P Extruded Stripped DE Grey White Structure

260

191

13791232
13791236
13791332
13791336
13791432
13791436
13791532
13791536

13570632
13571209
13571232
13571309
13571332

Power Feed and Suspension Canopy Surface Round Extruded Stripped Trailing Edge DI 350mA Black Structure

Power Feed and Suspension Canopy Surface Round Extruded Stripped Trailing Edge DI 350mA Grey White Structure
Power Feed and Suspension Canopy Surface Round Extruded Stripped DALI/Push-Dim DI 350mA Black Structure
Power Feed and Suspension Canopy Surface Round Extruded Stripped DALI/Push-Dim DI 350mA Grey White Structure
Power Feed and Suspension Canopy Surface Round Extruded Stripped Trailing Edge DI 500mA Black Structure

Power Feed and Suspension Canopy Surface Round Extruded Stripped Trailing Edge DI 500mA Grey White Structure
Power Feed and Suspension Canopy Surface Round Extruded Stripped DALI/Push-Dim DI 500mA Black Structure
Power Feed and Suspension Canopy Surface Round Extruded Stripped DALI/Push-Dim DI 500mA Grey White Structure

Kompas Round Surface 340 DE Black Structure

Kompas Round Surface 340 50W 1-10V DI 500mA White Structure
Kompas Round Surface 340 50W 1-10V DI 500mA Black Structure
Kompas Round Surface 340 50W DALI DI 500mA White Structure

Kompas Round Surface 340 50W DALI DI 500mA Black Structure
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13571409 Kompas Round Surface 340 100W Casambi DI 350mA White Structure
13571432 Kompas Round Surface 340 100W Casambi DI 350mA Black Structure
13571509 Kompas Round Surface 340 100W Casambi DI 500mA White Structure
13571532 Kompas Round Surface 340 100W Casambi DI 500mA Black Structure
13571609 Kompas Round Surface 340 50W Casambi DI 350mA White Structure
13571632 Kompas Round Surface 340 50W Casambi DI 350mA Black Structure
13571709 Kompas Round Surface 340 50W Casambi DI 500mA White Structure
13571732 Kompas Round Surface 340 50W Casambi DI 500mA Black Structure
13570009 Kompas Round Surface 340 60W Trailing Edge DI 350mA White Structure
13570032 Kompas Round Surface 340 60W Trailing Edge DI 350mA Black Structure
13570132 Kompas Round Surface 340 100W 1-10V DI 350mA Black Structure
13570209 Kompas Round Surface 340 100W DALI DI 350mA White Structure
13570232 Kompas Round Surface 340 100W DALI DI 350mA Black Structure
13570309 Kompas Round Surface 340 60W Trailing Edge DI 500mA White Structure
13570332 Kompas Round Surface 340 60W Trailing Edge DI 500mA Black Structure
13570409 Kompas Round Surface 340 100W 1-10V DI 500mA White Structure
13570432 Kompas Round Surface 340 100W 1-10V DI 500mA Black Structure
13570509 Kompas Round Surface 340 100W DALI DI 500mA White Structure
13570532 Kompas Round Surface 340 100W DALI DI 500mA Black Structure
13570609 Kompas Round Surface 340 DE White Structure

13570809 Kompas Round Surface 340 30W Trailing Edge DI 350mA White Structure
13570832 Kompas Round Surface 340 30W Trailing Edge DI 350mA Black Structure
13570909 Kompas Round Surface 340 50W 1-10V DI 350mA White Structure
13570932 Kompas Round Surface 340 50W 1-10V DI 350mA Black Structure
13571009 Kompas Round Surface 340 50W DALI DI 350mA White Structure
13571032 Kompas Round Surface 340 50W DALI DI 350mA Black Structure
13571109 Kompas Round Surface 340 30W Trailing Edge DI 500mA White Structure
13571132 Kompas Round Surface 340 30W Trailing Edge DI 500mA Black Structure

13570109 Kompas Round Surface 340 100W 1-10V DI 350mA White Structure

Choose a required accessory
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