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Type

Multiple Recessed Trimless Adjustable ARI11 Ix DE White Structure

Veinte afios después de su lanzamiento inicial, Multiple
se mantiene vigente. Con su tecnologia
completamente a la vista, su disefio resulta ideal tanto
en un espacio minimalista como en un entorno chic
industrial. El sistema de cardan permite dirigir la fuente
de luz practicamente en cualquier angulo. Multiple
admite montaje empotrado o en superficie. Las
opciones empotradas de AR111 también se pueden
combinar con el nuevo M-LED 111.
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Specifications

Material 10360109
Tipo de fuente de luz AR111
Lampara Incluida No

Numero de fuentesde 1

luz

Direccion de la luz Directo
Voltaje de entrada 12Vac
Clasificacion eléctrica Il
Clasificacion del IP 20
Clasificacion de hilo 960
incandescente (°C)

Interio/Exterior Interior
Aplicacion Techo, Pared
Montaje Empotrado
Tamario de corte (mm) L 160 W 160
Profundidad de montaje 110,0

(mm)

Ajustabilidad V -50°/+50°
Distancia al objeto 0,5

iluminado (m)

Color principal &
Acabado principal

Blanco, Estructura

Peso bruto (g)

1170,0

Remark

e Lampara AR111 no esta incluida

e No es un producto completo. Se requiere
lampara AR111.

e This is not a complete product. Light module
required.

Modular L.I. reserves the right to alter material, dimensions and characteristics without prior notice. Lighting technology changes rapidly
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Multiple Recessed Trimless Adjustable ARI11 Ix DE White

Structure

Light distribution & beam diagram
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H[m] D[m] Eav[lux] Emaxflux]
1.00 4 2608 4007
2.00 0.80 652 1002
3.00 121 290 445
\

4.00 1.61 \\ 163 250
5.00 201 s 104 160
540 Im beam angle 22.7° n =99%
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Multiple Recessed Trimless Adjustable ARI11 Ix DE White

Structure

Modulo M-LED

11298002
11298009
11298024
11298102
11298109
11298124
11298202
11298209
11298224
11298302
11298309
11298324
11298402
11298409
11298424
11298502
11298509
11298524
11298602
11298609
11298624
11298702
11298709
11298724
11298802
11298809
11298824

M-LED Module 111 1x LED 2700K Spot DE Black Matt

M-LED Module 111 1x LED 2700K Spot DE White Structure

M-LED Module 111 1x LED 2700K Spot DE Aluminium Brushed Anodised
M-LED Module 111 1x LED 2700K Medium DE Black Matt

M-LED Module 111 1x LED 2700K Medium DE White Structure

M-LED Module 111 1x LED 2700K Medium DE Aluminium Brushed Anodised
M-LED Module 111 1x LED 2700K Flood DE Black Matt

M-LED Module 111 1x LED 2700K Flood DE White Structure

M-LED Module 111 1x LED 2700K Flood DE Aluminium Brushed Anodised
M-LED Module 111 1x LED 3000K Spot DE Black Matt

M-LED Module 111 1x LED 3000K Spot DE White Structure

M-LED Module 111 1x LED 3000K Spot DE Aluminium Brushed Anodised
M-LED Module 111 1x LED 3000K Medium DE Black Matt

M-LED Module 111 1x LED 3000K Medium DE White Structure

M-LED Module 111 1x LED 3000K Medium DE Aluminium Brushed Anodised
M-LED Module 111 1x LED 3000K Flood DE Black Matt

M-LED Module 111 1x LED 3000K Flood DE White Structure

M-LED Module 111 1x LED 3000K Flood DE Aluminium Brushed Anodised
M-LED Module 111 1x LED 4000K Spot DE Black Matt

M-LED Module 111 1x LED 4000K Spot DE White Structure

M-LED Module 111 1x LED 4000K Spot DE Aluminium Brushed Anodised
M-LED Module 111 1x LED 4000K Medium DE Black Matt

M-LED Module 111 1x LED 4000K Medium DE White Structure

M-LED Module 111 1x LED 4000K Medium DE Aluminium Brushed Anodised
M-LED Module 111 1x LED 4000K Flood DE Black Matt

M-LED Module 111 1x LED 4000K Flood DE White Structure

M-LED Module 111 1x LED 4000K Flood DE Aluminium Brushed Anodised

Choose a required accessory
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