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Datum

Klant

Project

Soort

Multiple Recessed Trimless Adjustable ARI11 Ix DE White Structure

Twintig jaar na de lancering gaat Multiple nog steeds
mee. Met zijn technologie in vol ornaat voelt dit ontwerp
zich helemaal thuis in zowel een minimalistische als
industrieel-chique omgeving. Met het cardanische
systeem kun je de lichtbron in zowel elke hoek richten.
Multiple kan verzonken of als opbouwmontage worden
geplaatst. De AR111 verzonken varianten kunnen ook
gecombineerd worden met de nieuwe M-LED 111.
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Specificaties

Materiaal 10360109
Type Lichtbron AR111

Lamp inbegrepen Neen

Aantal Lichtbronnen 1

Lichtrichting Omlaag
Ingangsspanning 12Vac
Elektriciteitsklasse Il

IP-klasse 20
Gloeidraadtest (°C) 960
Binnen/Buiten Binnen
Toepassing Plafond, Wand
Montage Inbouw
Inbouwopening (mm) L 160 W 160
Montagediepte (mm) 110,0
Verstelbaarheid V -50°/+50°
Afstand tot Verlicht 0,5

Voorwerp (m)

Primaire Kleur &
Primaire Afwerking

Wit, Structuur

Brutogewicht (g)

1170,0

Opmerking

e AR111 lamp niet inbegrepen

e Dit is geen compleet product. AR111 lamp

vereist.

e Dit is geen compleet product. Lichtmodule

vereist.
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Lichtspreiding & Stralingsdiagram
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Diagrammen
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Multiple Recessed Trimless Adjustable ARI111 Ix DE White

Structure

M-LED-Module

11298002
11298009
11298024
11298102
11298109
11298124
11298202
11298209
11298224
11298302
11298309
11298324
11298402
11298409
11298424
11298502
11298509
11298524
11298602
11298609
11298624
11298702
11298709
11298724
11298802
11298809
11298824

M-LED Module 111 1x LED 2700K Spot DE Black Matt

M-LED Module 111 1x LED 2700K Spot DE White Structure

M-LED Module 111 1x LED 2700K Spot DE Aluminium Brushed Anodised
M-LED Module 111 1x LED 2700K Medium DE Black Matt

M-LED Module 111 1x LED 2700K Medium DE White Structure

M-LED Module 111 1x LED 2700K Medium DE Aluminium Brushed Anodised
M-LED Module 111 1x LED 2700K Flood DE Black Matt

M-LED Module 111 1x LED 2700K Flood DE White Structure

M-LED Module 111 1x LED 2700K Flood DE Aluminium Brushed Anodised
M-LED Module 111 1x LED 3000K Spot DE Black Matt

M-LED Module 111 1x LED 3000K Spot DE White Structure

M-LED Module 111 1x LED 3000K Spot DE Aluminium Brushed Anodised
M-LED Module 111 1x LED 3000K Medium DE Black Matt

M-LED Module 111 1x LED 3000K Medium DE White Structure

M-LED Module 111 1x LED 3000K Medium DE Aluminium Brushed Anodised
M-LED Module 111 1x LED 3000K Flood DE Black Matt

M-LED Module 111 1x LED 3000K Flood DE White Structure

M-LED Module 111 1x LED 3000K Flood DE Aluminium Brushed Anodised
M-LED Module 111 1x LED 4000K Spot DE Black Matt

M-LED Module 111 1x LED 4000K Spot DE White Structure

M-LED Module 111 1x LED 4000K Spot DE Aluminium Brushed Anodised
M-LED Module 111 1x LED 4000K Medium DE Black Matt

M-LED Module 111 1x LED 4000K Medium DE White Structure

M-LED Module 111 1x LED 4000K Medium DE Aluminium Brushed Anodised
M-LED Module 111 1x LED 4000K Flood DE Black Matt

M-LED Module 111 1x LED 4000K Flood DE White Structure

M-LED Module 111 1x LED 4000K Flood DE Aluminium Brushed Anodised

Kies een vereist accessoire
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