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FFD_ Multiple Recessed Trimless Adjustable AR111 2x DE Black Matt

A vent'anni dal lancio, Multiple continua a stupire. Con
tutta la sua tecnologia in bella mostra, questo design si
adatta perfettamente sia a un ambiente minimalista che
a uno industrial-chic. Il sistema cardanico consente di
orientare la fonte luminosa a qualsiasi angolo. Multiple
puo essere installato incassato o a superficie. Le
varianti incassate AR111 possono essere combinate
anche con il nuovo M-LED 111.
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Specifications

Materiale 10360202
Tipo di Sorgente AR111
Lampadina inclusa No

Numero di fonte 2

luminosa

Direzione della luce Diretta

Volt in ingresso 12Vac
Classificazione elettrica Il

Grado IP 20

Test filo a caldo (°C) 960
Interno/Esterno Interno
Applicazione Soffitto, Parete
Montaggio Incassato
Foro d'incasso (mm) L 315 W 160
Profondita di montaggio 110,0

(mm)

Orientabilita V -50°/+50°
Distanza dall'oggetto 0,7

illuminato (m)

Colore primario &
Finitura primaria

Nero, Opaca

Peso lordo (g)

1855,0

Remark

e Lampadina AR111 non inclusa

e Questo non & un prodotto completo. E
necessaria una lampadina AR111.

e This is not a complete product. Light module
required.
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FED Multiple Recessed Trimless Adjustable ARI111 2x DE Black

Matt

Modulo M-LED

11298002
11298009
11298024
11298102
11298109
11298124
11298202
11298209
11298224
11298302
11298309
11298324
11298402
11298409
11298424
11298502
11298509
11298524
11298602
11298609
11298624
11298702
11298709
11298724
11298802
11298809
11298824

M-LED Module 111 1x LED 2700K Spot DE Black Matt

M-LED Module 111 1x LED 2700K Spot DE White Structure

M-LED Module 111 1x LED 2700K Spot DE Aluminium Brushed Anodised
M-LED Module 111 1x LED 2700K Medium DE Black Matt

M-LED Module 111 1x LED 2700K Medium DE White Structure

M-LED Module 111 1x LED 2700K Medium DE Aluminium Brushed Anodised
M-LED Module 111 1x LED 2700K Flood DE Black Matt

M-LED Module 111 1x LED 2700K Flood DE White Structure

M-LED Module 111 1x LED 2700K Flood DE Aluminium Brushed Anodised
M-LED Module 111 1x LED 3000K Spot DE Black Matt

M-LED Module 111 1x LED 3000K Spot DE White Structure

M-LED Module 111 1x LED 3000K Spot DE Aluminium Brushed Anodised
M-LED Module 111 1x LED 3000K Medium DE Black Matt

M-LED Module 111 1x LED 3000K Medium DE White Structure

M-LED Module 111 1x LED 3000K Medium DE Aluminium Brushed Anodised
M-LED Module 111 1x LED 3000K Flood DE Black Matt

M-LED Module 111 1x LED 3000K Flood DE White Structure

M-LED Module 111 1x LED 3000K Flood DE Aluminium Brushed Anodised
M-LED Module 111 1x LED 4000K Spot DE Black Matt

M-LED Module 111 1x LED 4000K Spot DE White Structure

M-LED Module 111 1x LED 4000K Spot DE Aluminium Brushed Anodised
M-LED Module 111 1x LED 4000K Medium DE Black Matt

M-LED Module 111 1x LED 4000K Medium DE White Structure

M-LED Module 111 1x LED 4000K Medium DE Aluminium Brushed Anodised
M-LED Module 111 1x LED 4000K Flood DE Black Matt

M-LED Module 111 1x LED 4000K Flood DE White Structure

M-LED Module 111 1x LED 4000K Flood DE Aluminium Brushed Anodised

Choose a required accessory
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