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Specifications

Material 10883628

Tipo de fuente de luz GU10

Vida Util 40.000 horas

Lampara Incluida No

Numero de fuentes de 1

luz

Direccion de la luz Directo

Optica Colimador
Lotis Round es un foco empotrado con un borde muy Voltaje de entrada 230V

fino. Esta luminaria se caracteriza por su cono de
empotrado profundo, que engloba la fuente de luz.
Conocida por su disefio sencillo y alta funcionalidad,
Lotis Round esta disponible en distintos diametros con

Clasificacion eléctrica |
Clasificacion del IP 55

Clasificacién de hilo 960
incandescente (°C)

diversos tipos de fuentes de luz.

Interio/Exterior Interior
Aplicacion Techo, Pared
Montaje Empotrado

Tamafio de corte (mm) @79

Profundidad de montaje 135,0

(mm)

Ajustabilidad Not Applicable

Distancia al objeto 0,5

iluminado (m)

Color principal & Aluminio, Estructura

Acabado principal

Peso bruto (g) 250,0

Remark e No es un producto completo. Se requiere moédulo

de luz.

Modular L.1. reserves the right to alter material, dimensions and characteristics without prior notice. Lighting technology changes rapidly
Latest datasheet and documentation available on www.supermodular.com - 2025-07-17, 08:07:15 AM - ©Modular Lighting Instruments

Specifications



MODULAR
LIGHTING —
INSTRUMENTS

FFD Lotis Round Recessed 86 1x IP55 GUI10 Aluminium

Structure

Light distribution & beam diagram
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Diagrams
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Accesorios Instalacion

12290230 Plaster Kit 190X190 - 80 1x

10889830 Installation Housing 192x190x130

Choose a required accessory
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