®

MODULAR
LIGHTING —
INSTRUMENTS

FFD Lotis Tube Surface 85 1x MR16 DE White Structure - White Structure

Date

Customer

Project

Type

Lotis Tubed es un cilindro versatil y muy divertido.
Puede elegir el color del foco y combinarlo con un
cilindro en negro o en blanco. Decidase por el
contraste entre blanco, negro y dorado, o elija una
apariencia mas uniforme. Hay disponibles versiones
para montaje en superficie, en pared o suspendido.
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Specifications

Material 10882909
Tipo de fuente de luz MR16
Lampara Incluida No
Numero de fuentesde 1

luz

Direccion de la luz Directo
Voltaje de entrada 12Vac
Clasificacion eléctrica Il
Clasificacion del IP 20
Clasificacion de hilo 960
incandescente (°C)

Interio/Exterior Interior
Aplicacion Techo
Montaje Superficie

Ajustabilidad

Not Applicable

Distancia al objeto
iluminado (m)

0,5

Color principal &
Acabado principal

Blanco, Estructura

Color secundario &
Acabado secundario

Blanco, Estructura

Peso bruto (g)

470,0

Remark

e Se requiere transformador halégeno de 12V
e Lampara MR16 no incluida

Modular L.1. reserves the right to alter material, dimensions and characteristics without prior notice. Lighting technology changes rapidly
Latest datasheet and documentation available on www.supermodular.com - 2026-02-04, 06:23:36 AM - ©Modular Lighting Instruments

Specifications



MODULAR
LIGHTING —
INSTRUMENTS

FED Lotis Tube Surface 85 Ix MR16 DE White Structure - White

Structure
Light distribution & beam diagram
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