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Minude Jack Suspended 45 1x LED 2700K Medium DE Champagne Brushed Anodised
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Specifications

Specifications

Material 11464041

Tipo de fuente de luz LED
La flexibilidad yoguica de Minude le sorprendera tanto Tipo de LED BRIDGELUX V6 HD G7
como su disefio cilindrico desnudo. Exprese apariencia Tecnologia LED COB LED
y sensacion elegantes y minimalistas en paredes y en CRI Min. 90
techos altos o bajos. Use mas de un foco Minude en Temperatura del color  2700K
nuestra via Pista Track o en nuestro Modupoint LED Vida Util L80B10 @50.000 horas
redisefiado. Su larga tira de colores y tamario en Lampara Incluida Si

miniatura causaran gran impresion. Numero de fuentes de 1

luz

Cédigo de flujo CIE

99 100 100 100 63

Binning (SDCM)

2

Direccion de la luz Directo

Optica Lente

Angulo de Apertura 29,6

medido (°)

Voltaje de entrada Driver de corriente constante requerido

Clasificacion eléctrica 1]
Clasificacion del IP 20

Clasificacion de hilo 960
incandescente (°C)

Interio/Exterior Interior
Aplicacion Techo

Montaje Suspendido
Ajustabilidad Not Applicable
Distancia al objeto 0,1

iluminado (m)

Color principal & Champan, Anodizado cepillado
Acabado principal

Peso bruto (g) 345,0

Corriente de 350 500
accionamiento (mA)

Min. forward voltage (Vf) 14,8 15,2
Max. forward voltage (Vf) 18,0 18,6
Connected load (W) 57 8,5
Flujo luminoso por 449 605
lampara (Im)

Eficacia (Im/W) 79 71
indice de 4 5

deslumbramiento

Remark e This is not a complete product. Modupoint Round
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or Modupoint Square system required.
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TM30 & CRI diagram Light distribution & beam diagram
120°Gamma Angles 180° 120°
89 '] Hlm) D[m] Eav[lux] Emax{lux]
105 £90 05°
100'9 20° 90° 1.00 5 1477 2360
Color Vector Graphic it
75" 75° 2.00 1.06 369 590
1.02
60° 60° 3.00 / 159 \ 164 262

153
4.00 / 212 \ 92 148

45° ; 45° f 204 \
5.00 265 \ 59 94

T 255 T
3000 cdfkim CO beam angle 206 =
30° 18° 0 15° 30° 964 Im ©90 beam angg\e 286 n =62%

90.9
64.5

10 20 30 40 50 60 70 80 90 100

Diagrams

Modular L.1. reserves the right to alter material, dimensions and characteristics without prior notice. Lighting technology changes rapidly
Latest datasheet and documentation available on www.supermodular.com - 2025-12-01, 06:36:37 PM - ©Modular Lighting Instruments



®

MODULAR
LIGHTING —
INSTRUMENTS

Minude Jack Suspended 45 1x LED 2700K Medium DE
Champagne Brushed Anodised

Accesorios Decorativo

13240009 Stick Modupoint 100 White Structure
13240032 Stick Modupoint 100 Black Structure

200

212

13240109 Stick Modupoint 200 White Structure
13240132  Stick Modupoint 200 Black Structure

N 300
212

13240209 Stick Modupoint 300 White Structure
13240232 Stick Modupoint 300 Black Structure

% 600
212

13242509 Stick Modupoint 600 White Structure
13242532  Stick Modupoint 600 Black Structure

% 900
212

13242632 Stick Modupoint 900 Black Structure
13242609 Stick Modupoint 900 White Structure
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13242732  Stick Modupoint 1200 Black Structure
13242709 Stick Modupoint 1200 White Structure

ﬂ
H

212

1500

13242832 Stick Modupoint 1500 Black Structure
13242809 Stick Modupoint 1500 White Structure

16

=

13242209 Stick Modupoint Curved 90° White Structure
13242232  Stick Modupoint Curved 90° Black Structure

13242309 Stick Modupoint Curved 180° White Structure
13242332  Stick Modupoint Curved 180° Black Structure

Accesorios Instalacion

13240509 Modupoint Round Deep Recessed 90 1x DE White Structure
13240532 Modupoint Round Deep Recessed 90 1x DE Black Structure
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13240609
13240632

Modupoint Round Deep Recessed Trimless 82 1x DE White Structure
Modupoint Round Deep Recessed Trimless 82 1x DE Black Structure

13240709
13240732

Modupoint Round Deep Recessed 90 2x DE White Structure
Modupoint Round Deep Recessed 90 2x DE Black Structure

13240809
13240832

13242009
13242084
13242032
13242041
13242081
13242082
13242080
13242004

Modupoint Round Deep Recessed Trimless 82 2x DE White Structure
Modupoint Round Deep Recessed Trimless 82 2x DE Black Structure

Modupoint Round Surface 45 1x DE White Structure

Modupoint Round Surface 45 1x DE Silver Bronze Brushed Anodised
Modupoint Round Surface 45 1x DE Black Structure

Modupoint Round Surface 45 1x DE Champagne Brushed Anodised
Modupoint Round Surface 45 1x DE Black Brushed Anodised
Modupoint Round Surface 45 1x DE Bronze Brushed Anodised
Modupoint Round Surface 45 1x DE Black Chrome

Modupoint Round Surface 45 1x DE Cast Grey Matt
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137

320

13490009 Modupoint Square Surface 320X58 2x Jack Trailing Edge DI 500mA White Structure

13490032 Modupoint Square Surface 320X58 2x Jack Trailing Edge DI 500mA Black Structure

13490109 Modupoint Square Surface 320X58 2x Jack 1800-3000K WD Trailing Edge DI 350mA White Structure
13490132 Modupoint Square Surface 320X58 2x Jack 1800-3000K WD Trailing Edge DI 350mA Black Structure
13490209 Modupoint Square Surface 320X58 2x Jack 1-10V DI 500mA White Structure

13490232 Modupoint Square Surface 320X58 2x Jack 1-10V DI 500mA Black Structure

13490309 Modupoint Square Surface 320X58 2x Jack 1800-3000K WD 1-10V DI 350mA White Structure
13490332 Modupoint Square Surface 320X58 2x Jack 1800-3000K WD 1-10V DI 350mA Black Structure
13490409 Modupoint Square Surface 320X58 2x Jack DALI/Push-Dim DI 500mA White Structure

13490432 Modupoint Square Surface 320X58 2x Jack DALI/Push-Dim DI 500mA Black Structure

13490509 Modupoint Square Surface 320X58 2x Jack 1800-3000K WD DALI/Push-Dim DI 350mA White Structure
13490532 Modupoint Square Surface 320X58 2x Jack 1800-3000K WD DALI/Push-Dim DI 350mA Black Structure
13493009 Modupoint Square Surface 320X58 2x Jack Casambi DI 500mA White Structure

13493109 Modupoint Square Surface 320X58 2x Jack 1800-3000K WD Casambi DI 350mA White Structure
13493032 Modupoint Square Surface 320X58 2x Jack Casambi DI 500mA Black Structure

13493132 Modupoint Square Surface 320X58 2x Jack 1800-3000K WD Casambi DI 350mA Black Structure

137

13491009 Modupoint Square Surface 420X58 3x Jack Trailing Edge DI 500mA White Structure

13491032 Modupoint Square Surface 420X58 3x Jack Trailing Edge DI 500mA Black Structure

13491109 Modupoint Square Surface 420X58 3x Jack 1800-3000K WD Trailing Edge DI 350mA White Structure
13491132 Modupoint Square Surface 420X58 3x Jack 1800-3000K WD Trailing Edge DI 350mA Black Structure
13491209 Modupoint Square Surface 420X58 3x Jack 1-10V DI 500mA White Structure

13491232 Modupoint Square Surface 420X58 3x Jack 1-10V DI 500mA Black Structure

13491309 Modupoint Square Surface 420X58 3x Jack 1800-3000K WD 1-10V DI 350mA White Structure
13491332 Modupoint Square Surface 420X58 3x Jack 1800-3000K WD 1-10V DI 350mA Black Structure
13491409 Modupoint Square Surface 420X58 3x Jack DALI/Push-Dim DI 500mA White Structure

13491432 Modupoint Square Surface 420X58 3x Jack DALI/Push-Dim DI 500mA Black Structure

13491509 Modupoint Square Surface 420X58 3x Jack 1800-3000K WD DALI/Push-Dim DI 350mA White Structure
13491532 Modupoint Square Surface 420X58 3x Jack 1800-3000K WD DALI/Push-Dim DI 350mA Black Structure
13494009 Modupoint Square Surface 420X58 3x Jack Casambi DI 500mA White Structure

13494109 Modupoint Square Surface 420X58 3x Jack 1800-3000K WD Casambi DI 350mA White Structure
13494032 Modupoint Square Surface 420X58 3x Jack Casambi DI 500mA Black Structure

13494132 Modupoint Square Surface 420X58 3x Jack 1800-3000K WD Casambi DI 350mA Black Structure
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@ 200

13492009
13492109
13492032
13492209
13492132
13492309
13492232
13492409
13492332
13492509
13492432
13492532
13495009
13495032
13495109
13495132

Modupoint Round Surface 200 3x Jack Trailing Edge DI 500mA White Structure

Modupoint Round Surface 200 3x Jack 1800-3000K WD Trailing Edge DI 350mA White Structure
Modupoint Round Surface 200 3x Jack Trailing Edge DI 500mA Black Structure

Modupoint Round Surface 200 3x Jack 1-10V DI 500mA White Structure

Modupoint Round Surface 200 3x Jack 1800-3000K WD Trailing Edge DI 350mA Black Structure
Modupoint Round Surface 200 3x Jack 1800-3000K WD 1-10V DI 350mA White Structure
Modupoint Round Surface 200 3x Jack 1-10V DI 500mA Black Structure

Modupoint Round Surface 200 3x Jack DALI/Push-Dim DI 500mA White Structure

Modupoint Round Surface 200 3x Jack 1800-3000K WD 1-10V DI 350mA Black Structure
Modupoint Round Surface 200 3x Jack 1800-3000K WD DALI/Push-Dim DI 350mA White Structure
Modupoint Round Surface 200 3x Jack DALI/Push-Dim DI 500mA Black Structure

Modupoint Round Surface 200 3x Jack 1800-3000K WD DALI/Push-Dim DI 350mA Black Structure
Modupoint Round Surface 200 3x Jack Casambi DI 500mA White Structure

Modupoint Round Surface 200 3x Jack Casambi DI 500mA Black Structure

Modupoint Round Surface 200 3x Jack 1800-3000K WD Casambi DI 350mA White Structure
Modupoint Round Surface 200 3x Jack 1800-3000K WD Casambi DI 350mA Black Structure

13240309
13240332

Modupoint Round Recessed 45 1x DE White Structure
Modupoint Round Recessed 45 1x DE Black Structure

13240400

Modupoint Round Recessed Trimless 10 1x DE
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13242132
13242109

Modupoint Round Panel Mount Recessed 17 1x DE Black Structure
Modupoint Round Panel Mount Recessed 17 1x DE White Structure

Choose a required accessory
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