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Smart Ball Suspended 82 1x Trailing Edge DI White Structure

An organic and popular design, the Smart Ball family
loves to hang out in several places. On its own or on
our 230V track, it looks like it's always belonged, with
either of the three Smart designs, Kup, Lotis and Cake.
Try them in a different colour than the sphere and you'll
be seeing a beautiful luminaire. Add a warm dim option
to create a lovely, intimate atmosphere.
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Specifications

Material 11570109
Lifetime L80B20 @50,000 Hours
Lamp Included No

Number of Light 1

Sources

Light Direction Down

Optic Reflector

Input Voltage 230V

Electrical Class |

IP Rating 20

Glow wire rating (°C) 960

Dimming Protocol Trailing Edge
Indoor/Outdoor Indoor
Application Ceiling
Mounting Suspended
Adjustability Not Applicable
Distance to Lighted 0,1

Object (m)

Primary Colour &
Primary Finish

White, Structure

Gross weight (g)

1282.0

Remark

e Smart spotlight not included

e Longer suspension cable on request (standard
length is 2 meter)

e This is not a complete product. Smart spotlight
required.

e This is not a complete product. Smart spotlight
required.

Modular L.I. reserves the right to alter material, dimensions and characteristics without prior notice. Lighting technology changes rapidly
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