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Smart Tube Wall 82 XL Ix DALI DI 500mA Black Structure
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Specifications

Materiale 12846332

Vita utile L80B20 @50.000 ore
Lampadina inclusa No

Numero di fonte 1

luminosa

Direzione della luce

Indiretta, Diretta

Volt in ingresso 230V
Classificazione elettrica |

Poiché le famiglie Smart comprendono ogni genere di Grado IP 20

forme, non potevamo tralasciare questo design Test filo a caldo (°C) 960

cilindrico. Smart Tube & una famiglia di apparecchi Protocollo di reaolazione DAL

illuminanti sospesi divertenti e versatili per ogni tipo di (Dimmer) 9

spazio. Montato in superficie come downlight, a parete DALI Standard DALI-2

come uplight o downlight o sospeso per un ambiente emo/EStorno Interno

piu intimo, Smart Tube pud essere abbinato a qualsiasi ——

design Smart (Kup, Lotis o Cake). Applicazione Parete
Montaggio Superficie
Orientabilita Not Applicable

Colore primario &
Finitura primaria

Nero, Strutturata

Peso lordo (g)

1075,0

Remark

e Luce serie Smart non incluso

e Questo non & un prodotto completo. E richiesto
Smart Tube e un faro Smart.

e This is not a complete product. Smart Tube and
Smart spotlight required.

Modular L.1. reserves the right to alter material, dimensions and characteristics without prior notice. Lighting technology changes rapidly
Latest datasheet and documentation available on www.supermodular.com - 2025-08-19, 05:23:41 PM - ©Modular Lighting Instruments

Specifications



