MODULAR Date

LIGHTING — Customer
INSTRUMENTS Project
Type

Medard Jack Adjustable 42 1x LED 3000K Flood DE Black Structure
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Specifications
Material 13434332
Tipo de fuente de luz LED
Las patas largas y extravagantes de la mantis religiosa Tipo de LED BRIDGELUX V6 HD G7
sirvieron de fuente de inspiracion al estudio de disefio Tecnologia LED COB LED
holandés Basten Leijh para crear Medard, cuyo disefio CRI Min. 90
inicial es una elegante lampara de mesa. Ahora con Temperatura del color ~ 3000K
una amplia y versatil familia de luces de resalte y un Vida Util L80B10 @50.000 horas

alto grado de flexibilidad, Medard se presta a multitud
de elegantes aplicaciones.

Lampara Incluida Si

Numero de fuentes de 1

luz

Cadigo de flujo CIE 100 100 100 100 71
Binning (SDCM) 2

Direccion de la luz Directo

Optica Reflector

Angulo de Apertura 37,0

medido (°)

Voltaje de entrada Driver de corriente constante requerido

Clasificacion eléctrica 1]
Clasificacion del IP 20

Clasificacion de hilo 960
incandescente (°C)

Interio/Exterior Interior
Aplicacion Techo, Pared
Ajustabilidad H 355° V 360°
Distancia al objeto 0,1

iluminado (m)

Color principal &
Acabado principal

Negro, Estructura

Specifications

Peso bruto (g) 190,0

Corriente de 350 500 700
accionamiento (mA)

Min. forward voltage (Vf) 14,8 15,2 15,9
Max. forward voltage (Vf) 18,0 18,6 19,5
Connected load (W) 5,7 8,5 12,4
Flujo luminoso por 516 695 901
lampara (Im)

Eficacia (Im/W) 91 82 73
indice de 14 15 16
deslumbramiento

Remark e 3500K y 4000K bajo pedido

e Cuando se combina con Modupoint Deep
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LIGHTING — Medard Jack Adjustable 42 Ix LED 3000K Flood DE Black

INSTRUMENTS Structure

Recessed, se requiere Modupoint LED Stick.
e This is not a complete product. Modupoint Round
or Modupoint Square system required.
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LIGHTING — Medard Jack Adjustable 42 1x LED 3000K Flood DE Black
INSTRUMENTS Structure

TM30 & CRI diagram Light distribution & beam diagram
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Medard Jack Adjustable 42 1x LED 3000K Flood DE Black

Structure

Accesorios Decorativo

13240009 Stick Modupoint 100 White Structure
13240032 Stick Modupoint 100 Black Structure

200

212

13240109 Stick Modupoint 200 White Structure
13240132  Stick Modupoint 200 Black Structure

N 300
212

13240209 Stick Modupoint 300 White Structure
13240232 Stick Modupoint 300 Black Structure

% 600
212

13242509 Stick Modupoint 600 White Structure
13242532  Stick Modupoint 600 Black Structure

% 900
212

13242632 Stick Modupoint 900 Black Structure
13242609 Stick Modupoint 900 White Structure
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13242732  Stick Modupoint 1200 Black Structure
13242709 Stick Modupoint 1200 White Structure
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13242832 Stick Modupoint 1500 Black Structure
13242809 Stick Modupoint 1500 White Structure
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13242209 Stick Modupoint Curved 90° White Structure
13242232  Stick Modupoint Curved 90° Black Structure

13242309 Stick Modupoint Curved 180° White Structure
13242332  Stick Modupoint Curved 180° Black Structure

Accesorios Instalacion

13240509 Modupoint Round Deep Recessed 90 1x DE White Structure
13240532 Modupoint Round Deep Recessed 90 1x DE Black Structure

LIGHTING — Medard Jack Adjustable 42 Ix LED 3000K Flood DE Black
INSTRUMENTS Structure
1200
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LIGHTING — Medard Jack Adjustable 42 Ix LED 3000K Flood DE Black

INSTRUMENTS

Structure

13240609
13240632

Modupoint Round Deep Recessed Trimless 82 1x DE White Structure
Modupoint Round Deep Recessed Trimless 82 1x DE Black Structure

13240709
13240732

Modupoint Round Deep Recessed 90 2x DE White Structure
Modupoint Round Deep Recessed 90 2x DE Black Structure

13240809
13240832

13242009
13242084
13242032
13242041
13242081
13242082
13242080
13242004

Modupoint Round Deep Recessed Trimless 82 2x DE White Structure
Modupoint Round Deep Recessed Trimless 82 2x DE Black Structure

Modupoint Round Surface 45 1x DE White Structure

Modupoint Round Surface 45 1x DE Silver Bronze Brushed Anodised
Modupoint Round Surface 45 1x DE Black Structure

Modupoint Round Surface 45 1x DE Champagne Brushed Anodised
Modupoint Round Surface 45 1x DE Black Brushed Anodised
Modupoint Round Surface 45 1x DE Bronze Brushed Anodised
Modupoint Round Surface 45 1x DE Black Chrome

Modupoint Round Surface 45 1x DE Cast Grey Matt
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LIGHTING — Medard Jack Adjustable 42 1x LED 3000K Flood DE Black
INSTRUMENTS Structure
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13490009
13490032
13490109
13490132
13490209
13490232
13490309
13490332
13490409
13490432
13490509
13490532
13493009
13493109
13493032
13493132

Modupoint Square Surface 320X58 2x Jack Trailing Edge DI 500mA White Structure

Modupoint Square Surface 320X58 2x Jack Trailing Edge DI 500mA Black Structure

Modupoint Square Surface 320X58 2x Jack 1800-3000K WD Trailing Edge DI 350mA White Structure
Modupoint Square Surface 320X58 2x Jack 1800-3000K WD Trailing Edge DI 350mA Black Structure
Modupoint Square Surface 320X58 2x Jack 1-10V DI 500mA White Structure

Modupoint Square Surface 320X58 2x Jack 1-10V DI 500mA Black Structure

Modupoint Square Surface 320X58 2x Jack 1800-3000K WD 1-10V DI 350mA White Structure
Modupoint Square Surface 320X58 2x Jack 1800-3000K WD 1-10V DI 350mA Black Structure
Modupoint Square Surface 320X58 2x Jack DALI/Push-Dim DI 500mA White Structure

Modupoint Square Surface 320X58 2x Jack DALI/Push-Dim DI 500mA Black Structure

Modupoint Square Surface 320X58 2x Jack 1800-3000K WD DALI/Push-Dim DI 350mA White Structure
Modupoint Square Surface 320X58 2x Jack 1800-3000K WD DALI/Push-Dim DI 350mA Black Structure
Modupoint Square Surface 320X58 2x Jack Casambi DI 500mA White Structure

Modupoint Square Surface 320X58 2x Jack 1800-3000K WD Casambi DI 350mA White Structure
Modupoint Square Surface 320X58 2x Jack Casambi DI 500mA Black Structure

Modupoint Square Surface 320X58 2x Jack 1800-3000K WD Casambi DI 350mA Black Structure
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13491009
13491032
13491109
13491132
13491209
13491232
13491309
13491332
13491409
13491432
13491509
13491532
13494009
13494109
13494032
13494132

Modupoint Square Surface 420X58 3x Jack Trailing Edge DI 500mA White Structure

Modupoint Square Surface 420X58 3x Jack Trailing Edge DI 500mA Black Structure

Modupoint Square Surface 420X58 3x Jack 1800-3000K WD Trailing Edge DI 350mA White Structure
Modupoint Square Surface 420X58 3x Jack 1800-3000K WD Trailing Edge DI 350mA Black Structure
Modupoint Square Surface 420X58 3x Jack 1-10V DI 500mA White Structure

Modupoint Square Surface 420X58 3x Jack 1-10V DI 500mA Black Structure

Modupoint Square Surface 420X58 3x Jack 1800-3000K WD 1-10V DI 350mA White Structure
Modupoint Square Surface 420X58 3x Jack 1800-3000K WD 1-10V DI 350mA Black Structure
Modupoint Square Surface 420X58 3x Jack DALI/Push-Dim DI 500mA White Structure

Modupoint Square Surface 420X58 3x Jack DALI/Push-Dim DI 500mA Black Structure

Modupoint Square Surface 420X58 3x Jack 1800-3000K WD DALI/Push-Dim DI 350mA White Structure
Modupoint Square Surface 420X58 3x Jack 1800-3000K WD DALI/Push-Dim DI 350mA Black Structure
Modupoint Square Surface 420X58 3x Jack Casambi DI 500mA White Structure

Modupoint Square Surface 420X58 3x Jack 1800-3000K WD Casambi DI 350mA White Structure
Modupoint Square Surface 420X58 3x Jack Casambi DI 500mA Black Structure

Modupoint Square Surface 420X58 3x Jack 1800-3000K WD Casambi DI 350mA Black Structure
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Medard Jack Adjustable 42 1x LED 3000K Flood DE Black

Structure

@ 200

13492009
13492109
13492032
13492209
13492132
13492309
13492232
13492409
13492332
13492509
13492432
13492532
13495009
13495032
13495109
13495132

Modupoint Round Surface 200 3x Jack Trailing Edge DI 500mA White Structure

Modupoint Round Surface 200 3x Jack 1800-3000K WD Trailing Edge DI 350mA White Structure
Modupoint Round Surface 200 3x Jack Trailing Edge DI 500mA Black Structure

Modupoint Round Surface 200 3x Jack 1-10V DI 500mA White Structure

Modupoint Round Surface 200 3x Jack 1800-3000K WD Trailing Edge DI 350mA Black Structure
Modupoint Round Surface 200 3x Jack 1800-3000K WD 1-10V DI 350mA White Structure
Modupoint Round Surface 200 3x Jack 1-10V DI 500mA Black Structure

Modupoint Round Surface 200 3x Jack DALI/Push-Dim DI 500mA White Structure

Modupoint Round Surface 200 3x Jack 1800-3000K WD 1-10V DI 350mA Black Structure
Modupoint Round Surface 200 3x Jack 1800-3000K WD DALI/Push-Dim DI 350mA White Structure
Modupoint Round Surface 200 3x Jack DALI/Push-Dim DI 500mA Black Structure

Modupoint Round Surface 200 3x Jack 1800-3000K WD DALI/Push-Dim DI 350mA Black Structure
Modupoint Round Surface 200 3x Jack Casambi DI 500mA White Structure

Modupoint Round Surface 200 3x Jack Casambi DI 500mA Black Structure

Modupoint Round Surface 200 3x Jack 1800-3000K WD Casambi DI 350mA White Structure
Modupoint Round Surface 200 3x Jack 1800-3000K WD Casambi DI 350mA Black Structure

13240309
13240332

Modupoint Round Recessed 45 1x DE White Structure
Modupoint Round Recessed 45 1x DE Black Structure

13240400

Modupoint Round Recessed Trimless 10 1x DE
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13242132
13242109

Modupoint Round Panel Mount Recessed 17 1x DE Black Structure
Modupoint Round Panel Mount Recessed 17 1x DE White Structure

Choose a required accessory
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