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Extruded Suspended 46 600 Ix LED 3000K Flood DE Blue Anodised - Blue Brushed Anodised
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Specifications
Materiale 13520440
Tipo di Sorgente LED
Tipologia LED BRIDGELUX V6 HD G8
Tecnologie LED CcOB
CRI Min. 90
Temperatura di colore  3000K
della luce
Vita utile L80B10 @50.000 ore
Questo apparecchio illuminante di design ama giocare Lampadina inclusa Si
con la luce sia da acceso che da spento. Le sue linee Numero di fonte 1
decise conferiscono verticalita al tuo spazio. Le luminosa
scahalature lungo il fusto racco_ntano una storia diversa Codice di flusso CIE 99 100 100 100 71
ogn.| volta che cambia la luce cnrcostantg. L.Jn paralume Binning (SDCM) 5
conico che produce una luce d'accento intima e non — -
. R Direzione della luce Diretta
abbagliante. Extruded & stato creato per essere . .
differente. Da persona a persona, da luce a ombra. Ottiche Riflettore
Fascio misurato (°) 43,9
Voltin ingresso Necessario driver a corrente costante
Classificazione elettrica Il
Grado IP 20
Test filo a caldo (°C) 960
Interno/Esterno Interno
Applicazione Soffitto
Montaggio Sospeso
Orientabilita Not Applicable
Distanza dall'oggetto 0,1
illuminato (m)
Colore primario & Blu, Anodizzata
Finitura primaria
Colore secondario & Blu, Anodizzata Spazzolata
Finitura secondaria
Peso lordo (g) 1790,0
Corrente di azionamento 350 500
(MA)
Min. forward voltage (Vf) 15,4 15,8
Max. forward voltage (Vf) 18,8 19,4
Connected load (W) 6,0 8,8
Flusso luminoso per 519 700
lampade (Im)
Efficienza (Im/W) 91 82
Livello abbagliamento 22 23
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LIGHTING — Extruded Suspended 46 600 Ix LED 3000K Flood DE Blue
INSTRUMENTS Anodised - Blue Brushed Anodised
Remark e Kit di sospensioni non incluso

e Kit di sospensioni non incluso

e Cavo di sospensione piu lungo su richiesta (la
lunghezza standard & di 2 metri)

e Se utilizzato in combinazione con Kompas
Round Surface: E necessario un punto di
sospensione per Kompas.

e Questo non & un prodotto completo. E
necessario un kit di sospensione.

Modular L.1. reserves the right to alter material, dimensions and characteristics without prior notice. Lighting technology changes rapidly
Latest datasheet and documentation available on www.supermodular.com - 2025-11-24, 06:48:57 PM - ©Modular Lighting Instruments



. MODULAR
LIGHTING — Extruded Suspended 46 600 Ix LED 3000K Flood DE Blue

INSTRUMENTS Anodised - Blue Brushed Anodised

TM30 & CRI diagram Light distribution & beam diagram
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Diagrams
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LIGHTING — Extruded Suspended 46 600 1x LED 3000K Flood DE Blue

INSTRUMENTS Anodised - Blue Brushed Anodised

Accessori Installazione

289

3‘51 ?94

13523032 Power Feed and Suspension Canopy Semi-Recessed Round 2P Extruded DE (Incl. Suspension Cable 2000) Black Structure
13523036 Power Feed and Suspension Canopy Semi-Recessed Round 2P Extruded DE (Incl. Suspension Cable 2000) Grey White Matt

870
@ 147

13523132 Power Feed and Suspension Canopy Surface Round 2P Extruded DE (Incl. Suspension Cable 2000) Black Structure
13523136 Power Feed and Suspension Canopy Surface Round 2P Extruded DE (Incl. Suspension Cable 2000) Grey White Structure

>

2 170

13523232 Power Feed and Suspension Canopy Surface Round Extruded Trailing Edge DI 500mA (Incl. Suspension Cable 2000) Black
Structure

13523236 Power Feed and Suspension Canopy Surface Round Extruded Trailing Edge DI 500mA (Incl. Suspension Cable 2000) Grey White
Matt

13523332 Power Feed and Suspension Canopy Surface Round Extruded 1-10V DI (Incl. Suspension Cable 2000) Black Structure

13523336 Power Feed and Suspension Canopy Surface Round Extruded 1-10V DI (Incl. Suspension Cable 2000) Grey White Matt

13523432 Power Feed and Suspension Canopy Surface Round Extruded DALI DI (Incl. Suspension Cable 2000) Black Structure

13523436 Power Feed and Suspension Canopy Surface Round Extruded DALI DI (Incl. Suspension Cable 2000) Grey White Matt

13523532 Power Feed and Suspension Canopy Surface Round Extruded Casambi DI (Incl. Suspension Cable 2000) Black Structure

13523536 Power Feed and Suspension Canopy Surface Round Extruded Casambi DI (Incl. Suspension Cable 2000) Grey White Matt

2 16

|85

13523736 Suspension Point Extruded Kompas (Incl. Suspension Cable 2000) Grey White Matt
13523732 Suspension Point Extruded Kompas (Incl. Suspension Cable 2000) Black Structure

13570632 Kompas Round Surface 340 DE Black Structure
13571209 Kompas Round Surface 340 50W 1-10V DI 500mA White Structure

13571232 Kompas Round Surface 340 50W 1-10V DI 500mA Black Structure

Accessories
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LIGHTING — Extruded Suspended 46 600 1x LED 3000K Flood DE Blue

Anodised - Blue Brushed Anodised

13571309
13571332
13571409
13571432
13571509
13571532
13571609
13571632
13571709
13571732
13570009
13570032
13570132
13570209
13570232
13570309
13570332
13570409
13570432
13570509
13570532
13570609
13570809
13570832
13570909
13570932
13571009
13571032
13571109
13571132
13570109

Kompas Round Surface 340 50W DALI DI 500mA White Structure
Kompas Round Surface 340 50W DALI DI 500mA Black Structure
Kompas Round Surface 340 100W Casambi DI 350mA White Structure
Kompas Round Surface 340 100W Casambi DI 350mA Black Structure
Kompas Round Surface 340 100W Casambi DI 500mA White Structure
Kompas Round Surface 340 100W Casambi DI 500mA Black Structure
Kompas Round Surface 340 50W Casambi DI 350mA White Structure
Kompas Round Surface 340 50W Casambi DI 350mA Black Structure
Kompas Round Surface 340 50W Casambi DI 500mA White Structure
Kompas Round Surface 340 50W Casambi DI 500mA Black Structure
Kompas Round Surface 340 60W Trailing Edge DI 350mA White Structure
Kompas Round Surface 340 60W Trailing Edge DI 350mA Black Structure
Kompas Round Surface 340 100W 1-10V DI 350mA Black Structure
Kompas Round Surface 340 100W DALI DI 350mA White Structure
Kompas Round Surface 340 100W DALI DI 350mA Black Structure
Kompas Round Surface 340 60W Trailing Edge DI 500mA White Structure
Kompas Round Surface 340 60W Trailing Edge DI 500mA Black Structure
Kompas Round Surface 340 100W 1-10V DI 500mA White Structure
Kompas Round Surface 340 100W 1-10V DI 500mA Black Structure
Kompas Round Surface 340 100W DALI DI 500mA White Structure
Kompas Round Surface 340 100W DALI DI 500mA Black Structure
Kompas Round Surface 340 DE White Structure

Kompas Round Surface 340 30W Trailing Edge DI 350mA White Structure
Kompas Round Surface 340 30W Trailing Edge DI 350mA Black Structure
Kompas Round Surface 340 50W 1-10V DI 350mA White Structure
Kompas Round Surface 340 50W 1-10V DI 350mA Black Structure
Kompas Round Surface 340 50W DALI DI 350mA White Structure
Kompas Round Surface 340 50W DALI DI 350mA Black Structure
Kompas Round Surface 340 30W Trailing Edge DI 500mA White Structure
Kompas Round Surface 340 30W Trailing Edge DI 500mA Black Structure

Kompas Round Surface 340 100W 1-10V DI 350mA White Structure

Choose a required accessory
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